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Leemco, Inc.
360 S. Mount Vernon Ave.
Colton, CA  92324
Ph: (909) 422-0088 Fx: (909) 422-0086
leemco.com

STAINLESS STEEL VALVES 
IPS PRODUCTS - LBT-XXSS FULL-PORT BALL VALVE   

SIZES .................................................. 1/2” - 3/4” - 1” - 1-1/4” - 1-1/2” - 2” - 2-1/2” - 3” - 4”  
VALVE BODY ..................................... CLASS 125, 304 STAINLESS STEEL (316 SERIES - SPECIAL ORDER) 
LEVER HANDLE ................................ CLASS 125, 304 STAINLESS STEEL (316 SERIES - SPECIAL ORDER) 
BALL ................................................... 304 STAINLESS STEEL (316 SERIES - SPECIAL ORDER) 
SEAT RING ......................................... CLASS 125, 304 STAINLESS STEEL (316 SERIES - SPECIAL ORDER) 
WORKING PRESSURE ...................... 1000 PSI 
INSTALLATION .................................. PER IPS PIPE STANDARDS

SPECIFICATION
All ball valves shall be constructed of 304 or 316 stainless steel. Bronze or brass ball valves will not be allowed. All ball 
valves shall be manufactured by Leemco, Inc., U.S.A.

LEEMCO HAS A LARGE VARIETY OF 
PRODUCTS.

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM

Class 125 (304 Stainless Steel) 
NOTE: 316 series stainless steel 
is available upon request and is a 
special order.

LEAD FREE
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